
ICEU 200

Produces up to 226 lbs. (103 Kgs.)* of ice per day
with 100 lbs. (45 Kgs.) of built-in storage.

• Most advanced “Harvest Assist” system gets ice to the bin

quicker. It conserves energy and increases compressor life.

• Ingenious air pattern of cooling fan draws in and exhausts air

only from the front of the unit so that no side clearance is

needed.

• Unique, one-piece bin construction allows easy removal and

up-front access to all major components.

• Easy to service and install. The ICE Series™ machines have

electro-mechanical controls.

• Environmentally responsible. All ICE Series™ undercounter

machines use HFC refrigerants (ICEU200 uses R-404A,

ICEU205 and ICEU206 use R-134a).

• Proven “classic cube” shape. Half cube and Full cube systems

available.

• Available with an air or water-cooled condenser.

I C EU  200  S e r i e s  Cub e  I c e  Mak e r

*Tested at 70° Air/50° Water
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ICEU 200

Half Cube
7/8" x 7/8" x 3/8"

(22mm x 22mm x 10mm)

Full Cube
7/8" x 7/8" x 7/8"

(22mm x 22mm x 22mm)

Not shown actual size
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ICEU200 ICEU206 ICEU205

Conds. Air Temp. Water Temp. ˚F (˚C) Air Temp. Water Temp. °F (°C) Air Temp. Water Temp. °F (°C)
Unit ˚F (˚C) 80˚(27˚) 70˚(21˚) 50˚(10˚) ˚F (˚C) 80˚(27˚) 70˚(21˚) 50˚(10˚) ˚F (˚C) 80˚(27˚) 70˚(21˚) 50˚(10˚)

90° (32°) 146 (66) 157 (71) 185 (84) 90° (32°) 151 (68) 162 (74) 189 (86) 90° (32°) 135 (61) 145 (66) 169 (77)

80° (27°) 174 (79) 187 (85) 205 (93) 80° (27°) 177 (80) 190 (86) 209 (95) 80° (27°) 158 (72) 170 (77) 187 (85)

70° (21°) 191 (87) 205 (93) 226 (103) 70° (21°) 194 (88) 208 (95) 229 (104) 70° (21°) 173 (79) 186 (85) 205 (93)

90° (32°) 170 (77) 183 (83) 198 (90) 90° (32°) 177 (80) 190 (86) 204 (93) 90° (32°) 163 (74) 175 (80) 189 (86)

80° (27°) 177 (80) 190 (86) 209 (95) 80° (27°) 181 (82) 195 (89) 215 (97) 80° (27°) 169 (77) 182 (83) 200 (91)

70° (21°) 186 (85) 200 (91) 220 (100) 70° (21°) 190 (86) 205 (93) 225 (102) 70° (21°) 178 (81) 192 (87) 211 (96)

1. 90˚/70˚ figures are rated in accordance with ARI Standard 810. All remaining points are mathematical estimates.
2. All specifications and performance data are subject to normal manufacturing variances.

Ice-O-Matic/Mile High  11100 E. 45th Avenue, Denver, CO 80239
Tel. 303 371-3737  Fax. 303 371-6296  www.iceomatic.com

We reserve the right to make changes in design and
construction at any time without obligation. 

©Mile High Equipment Company
ICEU200-1299
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ICE PRODUCTION CHART POUNDS (KILOGRAMS) PER 24 HOURS

Air

Cooled

Water

Cooled

ICEU200✤A Air 226 (103) 157 (71) 29.2 (111) n/a 9.8 4435 115/60/1 3 11.6 15 175 (80)
ICEU200✤W Water 220 (100) 183 (83) 37.1 (140) 169.3 (641) 7.0 4199 115/60/1 3 8.9 15 175 (80)
ICEU206✤A Air 229 (104) 162 (74) 29.5 (112) n/a 8.3 4115 208-230/60/1 3 4.8 15 175 (80)
ICEU206✤W Water 225 (102) 190 (86) 34.8 (132) 154.2 (584) 6.0 4009 208-230/60/1 3 4.0 15 175 (80)
ICEU205✤A Air 205 (93) 145 (66) 30.0 (114) n/a 8.9 3842 230/50/1 3 6.0 15 175 (80)
ICEU205✤W Water 211 (96) 175 (80) 33.4 (126) 164.0 (621) 6.2 3768 230/50/1 3 5.6 15 175 (80)

✤ represents cube size. For full cube substitute an “F”, for half cube substitute an “H”.
Please note: air-cooled units require 6” (152 mm) clearance for air intake and exhaust.

Water Used-Gals. (Lits.) Kilowatts
Ice Production Ice Production per 100 lbs. of Ice Used per
per 24 hrs. at per 24 hrs. at 90° Air/70° Water 100 lbs. of Ice Min. Max. Shipping

Model Cond. 70° Air/50° Water 90° Air/70° Water 90° Air Voltage No. of Circuit Fuse Weight
No. Unit lbs. (Kgs.) lbs. (Kgs.) 70° Water Btuh Characteristics Wires Amp. Size lbs. (Kgs.)

Ice Prod. Cond.
Use Use
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ORDERING AND SPECIFICATION INFORMATION
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OPERATING LIMITS

Ambient Temp. Range
Air & Water 50° - 110°F (10° - 43°C)

Water Temp. Range 40° - 100°F (4.5° - 38°C)

Water Pressure Ice Maker Min. 20 psi (1.4 bar)
Water in Max. 60 psi (6.9 bar)

Condenser Inlet Water Min. 20 psi (1.4 bar)
(Water cooled only) Max. 60 psi (6.9 bar)

39"
(991 mm)

24"
(610 mm)

Air in - 
Right Front 
of icemaker

Air Out - 
Left Front 

of icemaker

Dimensions and Air Flow

24"
(610 mm)

24" (610 mm)

33" 
(838 mm)

23 5/8"
(600 mm)

6" (152 mm) to 7" (178 mm)
Adjustable Legs

24" (610 mm)

17 1/2" (444 mm)

16 3/8" (416 mm)

2 5/8" (67 mm)

Electrical Inlet
7/8" (22 mm) D Hole

Icemaker — Water IN
3/8" (10 mm) Male Flare

30 1/16"
(764 mm)

Water Condenser — Water OUT
3/4" (19 mm) FPT
Water Cooled Units Only

Water Condenser — Water IN
3/8" (10 mm) FPT
Water Cooled Units Only

3/4"
(19 mm) 6"

(152 mm)

9"
(229 mm)

4 3/16"
(106 mm)

Icemaker Drain
3/4" (19 mm) FPT

Bin Drain
3/4" (19 mm) FPT

32" (813 mm)

1  7/16" (37mm)
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